Technical Specifications Sphinx
30 Watt Laser*

Laser System

Holmium-YAG Laser

Wavelength

2.1 µm
Pulse Energy

0.5 - 2.7 J
Repetition Rate
5 - 20 Hz
Average Power
30 Watt

Pulse Duration
150 – 800 µs
Pulse Peak Power
15 kW
Aiming Beam

635 nm, 1 mW, bright red
Utlilities
230 VAC 50/60 Hz 16 A, three phase 400 VAC, 50/60 Hz 16 A, three phase
Cooling

active, refrigerant-cooled
Dimensions

85 x 45 x 105 cm
Weight


ca. 165 kg
45 Watt Laser*

Laser System

Holmium-YAG Laser

Wavelength

2.1 µm
Pulse Energy

0.5 - 2.8 J
Repetition Rate
8 - 25 Hz
Average Power
45 Watt

Pulse Duration
150 – 800 µs
Pulse Peak Power
15 kW
Aiming Beam

635 nm, 1 mW, bright red
Utlilities
230 VAC 50/60 Hz 16 A, three phase 400 VAC, 50/60 Hz 16 A, three phase
Cooling

active, refrigerant-cooled
Dimensions

85 x 45 x 105 cm
Weight


ca. 165 kg
60 Watt Laser*

Laser System

Holmium-YAG Laser

Wavelength

2.1 µm
Pulse Energy

0.5 - 3.8 J
Repetition Rate
8 - 25 Hz
Average Power
60 Watt

Pulse Duration
150 – 800 µs
Pulse Peak Power
15 kW
Aiming Beam

635 nm, 1 mW, bright red
Utlilities
230 VAC 50/60 Hz 16 A, three phase 400 VAC, 50/60 Hz 16 A, three phase
Cooling

active, refrigerant-cooled
Dimensions

85 x 45 x 105 cm
Weight


ca. 165 kg
80 Watt Laser

Laser System

Holmium-YAG Laser

Wavelength

2.1 µm
Pulse Energy

0.5 - 4.0 J
Repetition Rate
8 - 30 Hz
Average Power
80 Watt

Pulse Duration
150 – 800 µs
Pulse Peak Power
15 kW
Aiming Beam

635 nm, 1 mW, bright red
Utlilities

400 VAC, 50/60 Hz 16 A, three phase
Cooling

active, refrigerant-cooled
Dimensions

85 x 45 x 105 cm
Weight


ca. 165 kg
* power upgrading possible
Safety Standards: IEC 601
Specifications are subject to change without notice

Safety Standards: IEC 601
Specifications are subject to change without notice.
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